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Catalog MSG14-3300/US Flow Control Valves
Technical Information Series F

General Description

Series F flow control valves provide precise control
of flow and shut-off in one direction, and automatically
permit full flow in the opposite direction.

Operation

A two-step needie allows fine adjustment at low flow
by using the first three turns of the adjusting knob.
The next three turns open the valve to full flow, and

O

also provide standard throttling adjustments.

Features

® The exclusive “Colorflow” color-band reference scale on
the valve stem is a great convenience and time-saver
in setting the valve originally and in returning it to any
previous setting.

® A simple set screw locks the valve on any desired setting. Inlet Outlet
® A tamperproof option (T) feature is also available to ! /#7

prevent accidental or intentional adjustment of flow

setting.

Specifications

Maximum Brass: 140 Bar (2000 PSI); except for F1600 brass which is 35 Bar (500 PSI)
Operating Steel & 350 Bar (5000 PSI) for 200 thru 800 & 420 thru 1220;

Pressure Stainless Steel: 210 Bar (3000 PS!) for 1200 thru 3200 & 1600 thru 3220

Material Body: Steel, Brass, or 303 Stainless Steel Poppet: 416 Stainless Steel
Knob: Steel - Zinc plated Retainer: 416 Stainless Steel
Spring: 302 Stainless Steel Needle: 416 Stainless Steel

Poppets Soft seal poppet in brass 200 - 820 sizes
Solid metal 416 stainless steel poppet on all other sizes and styles

Nominal
Cracking Pressure

Temperature -40°C to +121°C (-40°F to +250°F) Nitrile (standard)

Range of Seal o I g X
CO,,?pound -26°C to +205°C (-15°F to +400°F) Fluorocarbon

0.4 Bar (5 PSI) standard

& WARNING: This product can expose you to chemicals including Lead, Nickel (Metallic), or 1,3-Butadiene which are known to the State of California to
cause cancer, and Lead or 1,3-Butadiene which is known to the State of California to cause birth defects and other reproductive harm. For more information
go to www.PB65Warnings.ca.gov.
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Catalog MSG14-3300/US

Flow Control Valves

Ordering Information Series F
r
] -0 L
Options Serles Size Material Needle Knob Seal Design
Options Options Compound Series
NQTE:
Code Description Code Description Not requir.ed
Omit  NPTF/SAE B Brass when ordering.
8" BSPT S Steel —
ger BSPP SS*  Stainless Stesl Code Description
ainless olee Omit  Nitrile (Standard)
* Code 8 can be used with Series F Brass and Stainless v Fluorocarbon
sizes 200, 400, 600, 800, Steel Valves can be used for (Standard on
1200 Steel only both air and oil service. Stainless Steel)
“* Code 9 can be used with *  Available in 400, 600 800,
sizes 200, 400, 600, 800, and 820 sizes only.
1200, 1600, 2000, 2400. Code Description
Omit Standard Knob
T Tamperproof
Code Size Code Size 200 - 620
200" 1/8" 1220 #12 SAE 800 - 120
4007+ 1/4" 1600" 1 F  Finger Screw
420 #4SAE | 1620 #16 SAE " Not j\’a”ab'e above
i 200.
6007  3/8" | 2000 11/ size
620 #6 SAE 2020  #20 SAE —
soot 12 | 2400 1120 c:;": :tes‘;”p;m“
mi andart
820"+  #B8 SAE 2420  #24 SAE ) .
4 Fine Metering
1020 #10 SAE 3200 2" (200, 400, 420, 600,
1200 3/4" 3220  #32 SAE 620, 820 sizes)

-

Sizes available in Brass.

1 Sizes available in Stainless Steel.

Effective Effective Effective Effective

Free Flow Free Flow Orifice Area Control Orifice Area Control
Model Rate, Max.  Orifice Area Free Flow Control Fiow Flow Model Control Flow Flow
Number LPM (GPM) in.2 C, in.2 Cy Number in.2 Cv
F200 11 3) 0.023 0.53 0.0102 0.230 F400-4 0.0044 0.0758
F420 11 3 0.023 0.53 0.0102 0.230 F600-4 0.0097 0.1530
F400 19 5) 0.068 1.56 0.0194 0.433 F620-4 0.0044 0.0758
F620 19 ) 0.068 1.56 0.0194 0.433 F820-4 0.0097 0.1530
F600 30 (8) 0.09¢ 2.27 0.0344 0.787
F820 30 8 0.099 2.27 0.0344 0.787
F800 57 (15) 0.224 5.11 0.0427 0.976
F1020 57 (15) 0.224 5.11 0.0427 0.976
F1200 95 (25) 0.348 7.95 0.1080 2.470
F1220 95 (25) 0.348 7.95 0.1080 2.470
F1600 151 (40) 0.453 10.35 0.2300 5.250
F1620 151 (40) 0.453 10.35 0.3070 7.000
F2000 265 (70) 0.855 19.52 0.2300 5.250
F2020 265 (70) 0.855 19.52 0.3710 8.470
F2400 379 (100) 0.955 21.82 0.2300 5.250
F2420 379 (100) 0.955 21.82 0.3710 8.470
F3200 568 (150) 1.046 23.90 0.2300 5.250
F3220 568 (150) 1.046 23.90 0.6010 13.410
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Catalog MSG14-3300/US
Performance Curves

Flow Control Valves
Series F

Controlled Flow vs. Pressure Drop
Needle Full Open
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Catalog MSG14-3300/US
Dimensions

Flow Control Valves
Series F

Inch equivalents for millimeter dimensions are shown in {**)

Knob Options

Pin
B R S ,
o=
Tamperproof
i i Option (Code “T")
E - | permanently locks
= knob at desired
D flow setting by
- . . installing a pin in
i___ H __[ Controlied Flow predrilled hole.
c ﬁ
{ Closed (
™ FAST ™ i == I
110 9% OB 18 7 6% il
! en T T T A
Ll 1oL p L 'll E_ 3 Finger screw
¥ Option (Code
//— \ i. t 4 “F") provides
= B ‘ this thumb-
screw in place
\ / G i \- of set screw.
- G L* Bl A
~— F Sq. —= (Both Ends)
Model Weight
Number kg (lbs) A B 9 D E F G H
391 353 508 325 16.0 79 19.1
=00 &1 (03 1/8-27 NPT (1.54) (1.39) 2.00) (1.28) (0.63) 0.31) 0.75)
455 404 66.8 422 20.6 10.4 206
FED B ) RS NS (1.79) (1.59) (2.63) (1.66) 0.81) (0.41) (0.89)
7/16-20 UNF 414 37.6 68.3 42.9 206 10.4 19.1
Fa20 D2 {08) o cmp (1.63) (1.48) (2.69) (1.69) (0.8) (0.41) (0.75)
55.4 495 69.9 445 25.4 12.7 95.4
OO L 2.18) (1.95) 2.75) (1.75) (1.00) (0.50) (1.00)
9/16-18 UNF 477 427 792 48.8 254 12.7 206
F620 03 07 4ecae (1.88) (1.68) (3.12) (1.92) (1.00) (0.50) (0.89)
68.6 615 B7.4 56.6 31.8 16.0 30.2
R TG0 T 2D R (2.70) (2.42) (3.44) (2.23) (1.25) (0.63) (1.19)
3/4-16 UNF 56.9 51.1 88.9 53.8 284 14.2 25.4
F820 05 (1) 4agae (2.24) 2.01) (3.50) 2.12) (1.12) (0.56) (1.00)
7/8-14 UNF 68.6 61.5 101.6 65.0 318 15.7 302
F1020 08 (1.8 58aE 2.70) (2.42) (4.00) 2.56) (1.25) (0.62) (1.19)
85.9 71.4 986 65.5 38.1 19.1 35.1
FIg 12 [eah [SH=ISNPTE (3.38) 2.81) (3.88) (2.58) (1.50) (0.75) (1.38)
11/6-12 UN 85.9 714 117.3 765 38.1 19.1 35.1
F1220 12 @6) 4yo5aE (3.38) (2.81) (4.62) (3.01) (1.50) (0.75) (1.38)
123.7 106.9 127.0 81.8 44.5 224 47.8
F1600 23 (5.1) 1-111/2NPTF (@-87) 4.21) (5.00) (3.22) (1.75) (0.88) (1.88)
15/16-12 UN 130.8 114.0 142.7 88.9 57.2 28.4 478
B S il el e (5.15) (4.49) (5.62) (3.50) (2.25) (1.12) 1.88)"
130.0 113.3 143.0 98.6 57.2 28.7 478
hamel, B7 (@8 pwesm EERPTE g (4.46) (5.63) (3.88) (2.25) (1.13) (1.88)"
15/8-12 UN 140.2 123.4 165.1 108.0 69.9 35.1 478
F2020 37 (82 4o5gaE (5.52) (4.86) (6.50) (4.25) (2.75) (1.38) (1.88)
136.4 119.6 143.0 1135 69.9 35.1 478
F2dB0l 145, (102 1%2Sl] WERFTE e @.79) (5.63) (4.47) (2.75) (1.38) (1.88)
1 7/8-12 UN-2B 143.5 126.7 184.2 127.0 762 38.1 478
azalt CERs Ay iy (5.65) (4.99) (7.25) (5.00) (3.00) (1.50) (1.88)"
146.1 129.3 165.1 134.9 88.9 44.5 478
F3200 7.9 (17.4) 2-111/2NPTF (5.75) (5.09) (6.50) (5.31) (3.50) (1.75) (1.88)
2 1/2-12 UN 163.6 139.4 298.6 155.7 101.6 50.8 478
R B Gy (6.44) (5.49) (9.00) (6.13) (4.00) (2.00) (1.88)
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Catalog MSG14-3300/US Flow Control Valves
Technical Information Series N

General Description

Series N needle valves are ideal as speed controls
on hydraulic and pneumatic systems where a reverse
flow check is not needed. They provide excellent con-
trol and a reliable shut-off in a very small envelope.

K

Operation

A two-step needle allows fine adjustment at low flow
by using the first three turns of the adjusting knob.
The next three turns open the valve to full flow, and
also provide standard throttling adjustments.

Features

® The exclusive “Colorflow” color-band reference scale on
the valve stem is a great convenience and time-saver
in setting the valve originally and in returning it to any
previous setting.

® A simple set screw locks the valve on any desired setting.

77 772

® A tamperproof option (1) feature is also available to
prevent accidental or intentional adjustment of flow
setting.

® Bi-directional flow.

Specifications

Maximum Brass: 140 Bar (2000 PSI);
Operating except for N1600 brass

| Pressure which is 35 Bar (500 PSI)

Steel & 350 Bar (5000 PSI) for

Stainless 200 thru 1220;

Steel: 210 Bar (3000 PSI) for
all other sizes

Material Body: Steel, Brass, or
303 Stainless Steel

Knob: Steel - Zinc plated
Spring: 302 Stainless Steel
Needle: 416 Stainless Steel

Temperature -40°C to +121°C
Range of Seal (-40°F to +250°F)  Nitrile (standard)
Cenmpound -26°C to +205°C

(-15°F to +400°F)  Fluorocarbon

& WARNING: This product can expose you to chemicals including Lead, Nickel (Metallic). or 1,3-Butadiene which are known to the State of California to
cause cancer, and Lead or 1,3-Butadiene which is known to the State of California to cause birth defects and other reproductive harm. For more information
go to www.PB5Warnings.ca.gov.

Gat3300.indd, ddp, 09/22

14 Parker Hannifin Corporation

Hydraulic Valve Division
:afhf Eiyria, Ohio, USA



Catalog MSG14-3300/US
Ordering Information

Flow

Control Valves

Series N

r
LI |
Options Series N Size Material Needle Knob Seal Design
Options Options Compound Series
NOTE:
Code Description Code Size Code Description Cod.e Description wﬁztnrggc;];:?:g
Omit  NPTF/SAE 200 1/8" B Brass Omit - Standard Knob
8 BSPT 400t 1/4" 3 Steel T Tgmperproof
F  Finger Screw
g  BSPP 420 #4 SAE SS*  Stainless Steel - -
00" 3/8" Not available above
* Code 8 can be used 60071 Series N Brass Valves can size 1220.
with sizes 400, 600, 620  #6SAE | be used for both air and oil
800 Steel only 800*t 172" service.
** Code 9 can be used 820" #8 SAE *  Available in 400, 600,
with sizes 200, 400, and 800 sizes, NPT only.
600, 800, 1200, 1600, 1020* #10 S"AE
2000 1200 3/4
1220 #12 SAE
1600~ 1 Code Description Code Description
1620 #16 SAE Omit Standard Omit  Nitrile (Standard)
2000 11/4" 4 Fine Metering \ Fluorocarbon
(200, 400, 420, 600, (Standard on
2020  #20 SAE 620, 820 sizes) Stainless Steel)
*  Sizes available in
Brass.
T Sizes available in
Stainless Steel.
Effective  Effective Effective  Effective Effective Effective
Orifice Area Control Orifice Area Control Orifice Area  Control
Model Max. Flow Control Flow  Flow Model Max. Flow Control Flow Flow Model Control Flow Flow
Number LPM (GPM) in2 Cv Number LPM (GPM) in.2 Cy Number in.2 Cy
N200 11 (3) 0.0102 0.230 N1200 95 (25) 0.1080 2.470 N400-4 0.0044 0.0758
N420 11 @B 0.0102 0.230 N1220 95 (25) 0.1080 2.470 N600-4 0.0097 0.1530
N400 19 5) 0.0194 0.433 N1600 151  (40) 0.2300 5.250 N6204 0.0044 0.0758
N620 19 5) 0.0194 0.433 N1620 151 (40) 0.3070 7.000 N820-4 0.0097 0.1530
N600 30 8) 0.0344 0.787 N2000 264 (70) 0.2300 5.250
N820 30 8) 0.0344 0.787 N2020 264 (70) 0.3710 8.470
N800 57 (15) 0.0427 0.976
N1020 57 (195) 0.0427 0.976
Performance Curves
Controlled Flow vs. Pressure Drop Controlled Flow vs. Pressure Drop
Needle Full Open Needle Full Open
PSl, Bar 100 SSU Hydraulic Oil Psl, Bar 100 SSU Hydraulic Oil
180[11.0 180]11.0 - 4
| ’ | Models I | / /
gl 8.7 Model Modeis 400 140 9.7 3,1L2$§20 M |/Mnde
200 / and 620 i odsls 1620 X
120{ 8.3 ' 120] 8.3 T 1600, ,- Y —
a l | /x’ | / é Y 2000 / Model 2020
S100| 69— 2100| 6.9}—+and 24 —
& l r / Madsls 600 / Models 800 a / /
[ and 820 and 1020 o
5 80| 55 5 80| 55 /
w0 ]
7] / | / / - / / /
o 60| 4.1 : — O 80| 4.1 7
: WA P4 2 I/ /
40| 2.8 / - L 40| 28 / / /,/
20| 1.4 /| ‘//|, 20| 14 /,/
LPM 5 76 151 22,7 30.3 379 454 530 G0B LPM 76 151 227 303 379 454 530 606
GPM 2 4 8 8 10 12 14 16 GPM 20 40 60 80 100 120 140 160
Flow Flow
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Catalog MSG14-3300/US

Dimensions

Flow Control Valves
Series N

Inch equivalents for millimeter dimensions are shown in (**)

Knob Options

Recommended pi
Flow Direction in
- - i H Tamperproof Option
| (Code “T") permanently
- = locks knob at desired
flovy ;etting b'y installing
£ a pin in predrilled hole.
D
—_
[ i (T
E
C
—E Closed —
- FRST - - = P Finger screw Option
i | Q 9 | Oeen § 7 6 el (Code “F") provides
[ I D Y T this thumbscrew in
| [ I N place of set screw.
/' \ & B d N>
\ /| ¢
SURPN T R
= FSq. (Both Ends) ©c]
Model Weight
Number kg (Ibs) A B C D E F G H
39.1 35.3 38.1 19.1 15.7 7.9 19.1
RE6R "G4 (@) 1/6-27 NPTF (154 (139 (150 (0.7 (062  (031)  (0.75)
45.5 40.4 50.8 25.4 20.6 10.4 20.6
R0 e O N e S B (1.79 (159  (2.00) (1.00)  (0.81)  (041)  (0.81)
7/16-20 UNF 41.4 37.6 50.8 25.4 20.6 10.4 19.1
N420 0.1 (03) 44saE (163 (148 (2000 (1.000  (081) (041 Q.75
55.4 495 63.5 31.8 25.4 12.7 25.4
NGO 0.4  (0.9) 3/8-18NPTE @18 (195 (250 (125  (1.000  (050)  (1.00)
9/16-18 UNF 47.7 42.7 60.5 30.2 25.4 12.7 20.6
N620 02 (08 ussaE (1.88)  (1.68)  (2.38)  (1.19)  (1.000  (050)  (0.81)
68.6 61.5 66.5 333 31.8 15.7 30.2
WIELER o B (e e N= e @700 (242 (262  (1.31) (125 (062 (119
3/4-16 UNF 56.9 51.1 76.2 38.1 28.4 142 25.4
N820 04 (09 4gsae @24  (01)  (300) (1500 (142  (056)  (1.00)
7/8-14 UNF 68.6 61.5 88.9 445 31.8 15.7 30.2
N1020 06 (1.3) wipgaE @700 (242) (350) (175  (1.25) (062  (1.19)
85.9 71.4 82.6 41.1 38.1 19.1 35.1
N1200 10 (22) 3/4-14 NPTF (338  (@81) (325 (162  (150) (075  (1.38)
11/6-12 UN 85.9 714 1016 508 38.1 19.1 35.1
N1220 1.0 22) 4y53aE (338  (2.81) (4000 (2000 (500 (075  (1.38)
1237 1069 1080 538 445 2.4 47.8
BIRCBOL 2., 'S TS QA @87)  (421) (425 (212) (175  (0.88)  (1.88)
15/16-12 UN 130.8 1140 1080 538 57.2 28.4 47.8
DE20 2 6 e (6.5 (449 (425  (212) (225  (112)  1.88)F
11/4-111/2 1300 1133 1080 538 57.2 28.7 47.8
N2DOO 23 (B4) e (512)  (4.46) (4253) (212)  (2.25)  (143)  (1.88)
15/8-12 UN 1402 1234 1143  57.2 69.9 60.5 47.8
N2020 29 (64) o gaE (652) (486 (4500 (225  (275)  (2.38)  (1.88)
*=Hex
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